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TRAFFI C c ONCEPTS , IVC.

325 Gambrills Road
Suite E
Gambrills, MD 21054

(410) 923-7101

FAX (410) 923-6473 EMAIL: TRACONCEPT@ACL.COM
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PHASING NOTES:
1) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2) PHASES ASSOCIATED BY A DASHED LINE MAY OPERATE CONCURRENTLY.
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GENERAL NOTES
5. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS
ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE.
CONSTRUCTION DETAILS THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY
PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED
A REMOVE AND REPLACE EXISTING SIGNAL HEAD WITH PROPOSED BLACK FACE SIGNAL HEAD ON EXISTING SPAN WIRE N THE FIELD. IF THE CONTRAGTOR PERGEVES THAT A CONFLICT
B. INSTALL PROPOSED BLACK FACE SIGNAL HEAD ON EXISTING SPAN BETWEEN UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR. THE
C. INSTALL GROUND MOUNTED R4-7 SIGN ON ONE 4 IN.X 4 IN.WOOD SIGN SUPPORT ’
D. ADJUST AND RE-RING EXISTING SPAN WIRE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEFR IMMEDIATELY
E. RELOCATE EXISTING SIGN AS SHOWN SO THAT THE CONFLICT MAY BE RESOLVED.
F. REMOVE EXISTING SIGNAL HEAD 8. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY
OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL.
REVISIONS APPROVALS
sm MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
MITCHELL ROAD|———— </ Offlce of Trafflc & Safety
] TEAM L ER.TRAFHCENGNEER(N(G*DE BIVISION TRAFFIC ENGINEERING DESIGN DIVISION
\ (\é TRAFFIC SIGNAL PLAN

% US 301 (CRAIN HWY) AND MITCHELL ROAD

ADD SIDE STREET SPLIT PHASE, ADD THIRD
SIGNAL INDICATIONS FOR MAINLINE,
CHANGE TO BkA?((:‘ FACE SIGNAL HEADS
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